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§192.753

(c) Post warning signs, where appro-
priate.

§192.753 Caulked bell
joints.

and spigot

(a) Each cast-iron caulked bell and
spigot joint that is subject to pressures
of 25 p.s.i. (172 kPa) gage or more must
be sealed with:

(1) A mechanical leak clamp; or

(2) A material or device which:

(i) Does not reduce the flexibility of
the joint;

(ii) Permanently bonds, either chemi-
cally or mechanically, or both, with
the bell and spigot metal surfaces or
adjacent pipe metal surfaces; and

(iii) Seals and bonds in a manner that
meets the strength, environmental,
and chemical compatibility require-
ments of §§192.53 (a) and (b) and 192.143.

(b) Each cast iron caulked bell and
spigot joint that is subject to pressures
of less than 25 p.s.i. (172 kPa) gage and
is exposed for any reason, must be
sealed by a means other than caulking.

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192-25, 41 FR 23680, June 11, 1976;
Amdt. 192-85, 63 FR 37504, July 13, 1998]

§192.755 Protecting
lines.

cast-iron pipe-

When an operator has knowledge
that the support for a segment of a
buried cast-iron pipeline is disturbed:

(a) That segment of the pipeline must
be protected, as necessary, against
damage during the disturbance by:

(1) Vibrations from heavy construc-
tion equipment, trains, trucks, buses,
or blasting;

(2) Impact forces by vehicles;

(3) Earth movement;

(4) Apparent future excavations near
the pipeline; or

(5) Other foreseeable outside forces
which may subject that segment of the
pipeline to bending stress.

(b) As soon as feasible, appropriate
steps must be taken to provide perma-
nent protection for the disturbed seg-
ment from damage that might result
from external loads, including compli-
ance with applicable requirements of
§§192.317(a), 192.319, and 192.361(b)-(d).

[Amdt. 192-23, 41 FR 13589, Mar. 31, 1976]
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192.801 Scope.

(@) This subpart prescribes the min-
imum requirements for operator quali-
fication of individuals performing cov-
ered tasks on a pipeline facility.

(b) For the purpose of this subpart, a
covered task is an activity, identified
by the operator, that:

(1) Is performed on a pipeline facility;

(2) Is an operations or maintenance
task;

(3) Is performed as a requirement of
this part; and

(4) Affects the operation or integrity
of the pipeline.

§192.803 Definitions.

Abnormal operating condition means a
condition identified by the operator
that may indicate a malfunction of a
component or deviation from normal
operations that may:

(a) Indicate a condition exceeding de-
sign limits; or

(b) Result in a hazard(s) to persons,
property, or the environment.

Evaluation means a process, estab-
lished and documented by the operator,
to determine an individual’s ability to
perform a covered task by any of the
following:

(a) Written examination;

(b) Oral examination;

(c) Work performance history review;

(d) Observation during:

(e) Performance on the job,

(f) On the job training, or

(g) Simulations; or

(h) Other forms of assessment.

Qualified means that an individual
has been evaluated and can:

(a) Perform assigned covered tasks;
and

(b) Recognize and react to abnormal
operating conditions.

§192.805 Qualification program.

Each operator shall have and follow a
written qualification program. The
program shall include provisions to:

(a) ldentify covered tasks;
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